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Aircraft Post-Flight Inspection Checklist

Safety & Compliance

AIRCRAFT TYPE / REGISTRATION DATE

SHUTDOWN

PILOT IN COMMAND FLIGHT FROM ? TO

HOBBS / TACH

D Engine cooled down and shut off per POH
D Avionics off, master switch off

D Fuel selector to off (or as per type)

EXTERIOR WALK-AROUND

D Magnetos off (grounded)
D Parking brake set

D ELT checked (no inadvertent activation)

DAMAGE
FOUND

Propeller (new nicks, cracks, bird strike)
Engine cowling (oil leaks, exhaust stains)
Wings (leading edge, skin, rivets)

Control surfaces (free, no damage)

FLUID CHECKS

OO0O0O0 =
OO0O0O0

Landing gear (tyres, struts, brakes)
Fuselage and tail section
Pitot tube and static ports (clear)

Antennas (secure, no damage)

OO0OO0O0 =
0000

DAMAGE
FOUND

Oil level checked and consumption noted

Fuel remaining (visual or gauge)

Any fluid leaks under aircraft |:| None |:| Leak found — see notes

SECURING THE AIRCRAFT

D Wheel chocks placed
D Tie-downs secured (wings, tail)

D Pitot cover installed

DISCREPANCIES & LOG

D Gust lock / control lock engaged
D Cabin door and windows closed and locked

[:] Engine inlet covers placed (if required)

In-flight discrepancies noted

New damage found during walk-around

D Tech log / squawk sheet updated

Maintenance notified (if required) D N/A I:l Yes — notified

PIC signature
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Notes
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