
Compressor Maintenance Checklist
Maintenance

DATE

____ / ____ / ________

TECHNICIAN COMPRESSOR ID / MODEL OPERATING HOURS

OIL SYSTEM

FILTERS

OK REPLACED DUE

Oil filter

Oil separator element

BELTS & DRIVE

PRESSURE & PERFORMANCE

Cut-in pressure bar

Cut-out pressure bar

CONDENSATE & DRAINAGE

Receiver tank drained
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Oil level  OK  Low  Topped Up

Oil condition (colour, clarity)  OK  Dark — change due

Oil changed (if due per hours)  Changed  Not Due

No oil leaks at fittings or seals  OK  Leak Found

Air intake filter  Clean  Dirty — cleaned  Replaced

Inline air filter (downstream)  OK  Replaced  N/A

Belt tension correct  OK  Adjusted  N/A

Belt condition (no cracks, fraying, glazing)  OK  Replace  N/A

Pulleys aligned and clean  OK  Adjusted  N/A

Coupling condition (direct-drive)  OK  Issue  N/A

Pressures match specification  OK  Adjusted

No unusual vibration or noise  OK  Issue

Motor current within nameplate rating  OK  High  N/A

Auto-drain functioning  OK  Issue  N/A

Condensate properly disposed (not to drain)  OK  Issue

Moisture trap / separator drained  Done  N/A



SAFETY DEVICES

GENERAL

NOTES

Issues and work orders

Technician signature

Notes
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Pressure relief valve — no leaking  OK  Leaking

Relief valve manually tested  Tested — OK  Issue

Emergency stop functional  OK  Issue

Guards on belts and hot surfaces  OK  Missing

Compressor area clean  OK  Cleaned

Adequate ventilation around unit  OK  Restricted

Electrical connections tight  OK  Tightened

Air line connections — no leaks audible  OK  Leak Found


